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--------------------------------------------------------------------

1) History:

Changes to 1.00:

Bug Fix :
 Bug: When camera is unplugged memory is allocated constantly.


Status: Fixed with Version 1.01




--------------------------------------------------------------------

2) Short description of functionality:

- The service "NET Service 1.00" is started automatically, 

   no matter if the camera is plugged or not. 

- This service scans the syntek-driver for the pushed button.

 - If the button is pushed, the signal is send to the virtual game port (PPjoy).

- This signal can be used by the User-Software, like a foot pedal -signal.

--------------------------------------------------------------------

3) Before Installation:

- WIN XP,WIN2000:
Be sure you’re your “driver signing options” look like this:
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Otherwise the installation of PPJoy will fail (Please, also read PPJoyMain.htm).

- WIN XP:

Be sure you’re your “windows update options” look like this:
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Otherwise the configuration of the PPJoy virtual port could fail,

if the windows HID-driver is missing.

- Be sure, your Syntek DC-112X driver is already installed.

--------------------------------------------------------------------

4) Installation:

-Start installation with "InstallAll.bat".


InstallAll.bat will copy the "service1.exe" to \system32


InstallAll.bat will kill the Syntek-Service


InstallAll.bat will create the NET 1.00 Service


InstallAll.bat will start the PPJoy -Setup.exe automatically


(If PPjoy is already installed on your system, exit the setup)

-Follow the steps of the PPJoy-setup

-After that you have to create a virtual joystick. (see PPJoyMain.htm)

-Please reboot your system after finishing.

--------------------------------------------------------------------

5) Error Messages:

1) Error Open Sc Manager:

The service cant be created. 

-> This is a problem of too low user rights on your system.

2)  

Delete Service: StkSSrv

Path to Service Prog: C:\WINDOWS\\System32\\StkSrv2K.exe

Error 1060 : Open Service !

The syntek – still -Image Service cant be deleted.

->Maybe the syntek –driver isn’t installed, or has already been deleted.

   
 Look in your service manager for the StkSrv2K service.

3)

Create Service: NET Service 1.00

Path to Service Prog: C:\WINDOWS\\System32\\service1.exe

Error 1073 : Create Service !

->Maybe the service has already been created.

    
Look in your service manager for the NET Service..

--------------------------------------------------------------------

6) Testing:

The software was tested on 

WIN XP Version 2002 SP2 

and 

WIN2000 SP4.

--------------------------------------------------------------------

